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GAGE PIN FOR SOCKET

CONTACT ENGAGEMENT TEST

PREPARED BY SUBCOMMITTEE AE-8C1

FEDERAL SUPPLY CLASS
5220

NOTICE

This document has been taken directly from U.S. Military Standard, MS3197G, and 
contains only minor editorial and format changes required to bring it into conformance 
with the publishing requirements of SAE technical standards.

The original Military Standard was adopted as an SAE standard under the provisions of 
the SAE Technical Standards Board (TSB) Rules and Regulations 
(TSB 001) pertaining to accelerated adoption of government specifications and 
standards.  TSB rules provide for (a) the publication of portions of unrevised 
government specifications and standards without consensus voting at the SAE 
Committee level, (b) the use of the existing government specification or standard 
format, and (c) the exclusion of any qualified product list (QPL) sections.
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NOTES:

1. DIMENSIONS ARE IN INCHES.

2. MATERIAL:  GAGE PIN, AS SHOWN IN TABLE; HANDLE, OPTIONAL.

3. FINISH:  6 TO 10 MICROINCHES ROOT MEAN SQUARE DETERMINED IN ACCORDANCE WITH ANSI B46.1.

4. PLATING:  NONE.

5. THESE GAGES ARE INTENDED FOR USE WITH ELECTRIC CONNECTOR SOCKET CONTACTS IN ACCORDANCE 

WITH MIL-C-39029 AND OTHER SPECIFICATIONS REFERENCING THIS DOCUMENT.

6. FOR DESIGN PURPOSES THIS STANDARD TAKES PRECEDENCE OVER PROCUREMENT DOCUMENTS 

REFERENCED HEREIN.  REFERENCED DOCUMENTS SHALL BE OF THE ISSUE IN EFFECT ON DATE OF INVITATION 

FOR BID.


